
 
 

Description –  Rear Work Light Post Kit 
Model –   Y61 GU Patrol Wagon 
Part Number –  RWLPK-7614 
 
 
Tools Required –  Phillips Head Screwdriver  10mm Ring/Open End Spanner 
   14mm Ring/Open End Spanner 16mm  Socket 
   Small flat file    Wheel Brace 
   Square Nose Pliers   Icy pole stick 
   Masking Tape   Drill and 19mm drill bit 
   No2 Phillips Driver Bit 
 
Kit Content -  1 x Work Light Post   1 x Switch 
   1 x Power Cables   2 x 100mm Cable Ties 
   1 x Power Bolt   1 x Scotch Lock 
   2 x M6 Flange Nuts   2 x M6 Pan Head Screws 
   1 x Male Bullet connector  1 x Female bullet connector 
   1 x Self tapping Screw  1 x Power Harness (white) 
 
 
Note:   The wiring information and components contained in this kit are only suitable 
   for use with an LED work light with a current draw no greater than 2.25 Amps 
   (Approx. 27Watts) Use of a work lamp greater than 2.25 Amps could result in 
   damage to the vehicle wiring harness. 
 
 

 
Remove spare wheel from rear door 
using the wheel brace.  
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Position the Light post against the 
spare wheel spacer bracket as shown 
and secure using the M6 pan head 
bolts and flange nuts.  
 
Note: Ensure the wiring inside the 
light post is not crimped under the 
bolt heads. 

 

 

 
 

 
Remove the lower R/H bolt securing 
the spare wheel spacer bracket to the 
rear door. . 

 

  
 

 
Insert the wires of the power bolt 
through the bolt hole of the spare 
wheel spacer bracket. 
 
Note: Only one terminal will fit 
through the hole at a time.  
 

 

 
 



 
Feed the power bolt wire into the 
spare wheel spacer bracket mounting 
hole. Screw the bolt into the hole and 
tighten using the 14mm ring/open end 
spanner.  
 
 

 

 
 

 
Connect the power bolt wire to the 
harness coming out of the light post. 

 

 
 

 
Open both rear doors.  Remove the 
two clips holding the upper R/H door 
trim as shown. To remove the trim 
carefully pull “up” on it to release the 
clips on the underside. It may be 
necessary to insert a screwdriver 
under the trim and lever up to assist 
in the removal. Care should be taken 
not to damage the trims whilst 
levering 

 

 
 

 



 
Remove the R/H door main trim by 
carefully pulling away from the door. 
Remove the plastic sheet covering 
the door panel. It is important not to 
damage this sheet as it is used to 
stop dust and water entering the 
vehicle.    

 

 
 

 

 
Take the white power harness with 
the bullet terminals at one end and 
spade terminal & ring terminal at the 
other end. Position the harness on 
the door harness as shown. Secure in 
two places using the 100mm cable 
ties. Connect the bullet terminals on 
the power harness to the bullet 
terminals of the power bolt inside the 
door. 
 
Note: Ensure that the bullet terminals 
are the end of the power cable that 
will remain inside the door.  
 
 
 
 

 

 
 

 
Attach the end of the power harness 
with the spade terminal to the icy pole 
stick using the masking tape. Feed 
the power cable through the main 
door grommet/convoluted tube to the 
inside of the vehicle. Once the power 
cable is through, remove the icy pole 
stick and route the end of the power 
harness to the tail light access panel 
opening.   
 
Note: It will be necessary to remove 
the grommet from both the body and 
door to assist in feeding the wire 
through. 
 

 

 



 
Using the self-tapping screw 
provided, secure the ring terminal of 
the power harness to the metal flange 
located inside the opening as shown.  

 

 
 

 
Carefully peel back the rear door seal 
as shown. Take the Yellow power 
cable and route the end without a 
terminal from the tail light access 
panel opening, between the trim and 
the body, all the way up to the centre 
of the door opening.  

 
 

 

 
 



 
Remove the interior light by firstly 
removing the lens then removing the 
two Phillips head screws. Now feed 
the power wire from where you 
stopped in the previous instruction, 
between the head lining and the body 
across to the interior light opening. 
Connect the power wire to the red 
wire with the green trace using the 
scotch lock provided.  
 
Note: The green trace is the thin 
green line that runs along the length 
of the red wire. 
 

 

 

 
Using the dimensions shown, drill a 
19mm hole in the tail light access 
panel. Using a small file create the 
2mm x 2mm notch as shown to locate 
the switch. Insert the switch into the 
hole. Connect the terminals of both 
the power wire (Yellow) and the 
power harness (white) to the switch 
and refit the tail light access panel.  
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Wire up your chosen light using the 
crimp terminals provided. Pay 
particular attention to the positive and 
negative terminals. If LED lights are 
wired incorrectly they will not operate.   
 
Test the light for operation. 
 
Refit all trims previously removed and 
refit the spare wheel.  
 
 

 

 
 

 

 

 


